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Annexes: 3



�Annex 1

Application of Article 25 of the Radio Regulations

1	General

WRC-95, having considered matters relating to operational and administrative provisions of the Radio Regulations (RR), concluded in Resolution 71 (WRC-95) that further study would be necessary on specific problems concerning the application of the present Article 25 of the RR.

By way of general introduction to these problems, it should be recognized that Article 25 represents a compilation of decisions of many radio conferences and that it was never systematically reviewed in its entirety. As a consequence, the terminology relevant to the application of the Article is ambiguous and results in a lack of clarity for Member States, the Radiocommunication Bureau and for other entities interested in applying the various provisions.

Moreover, it has to be noted that ITU will eventually face problems in implementing the selective calling and the numerical identification systems using Maritime Identification Digits (MIDs).

2	Application of Article 25 and other related regulatory provisions

As it has been noted above, an ambiguity exists among the terms relevant to the application of Article 25. The following examples may assist in understanding the problem.

2.1	Different terms with a similar purpose are used throughout provisions of the RR to refer to the recipients or users of the call signs or other identifiers established by the ITU, including the terms Member, administration and country.

The term "country", although not specified in the Constitution and Convention, is widely used in the RR. Despite it being open to interpretation, that term is used in the treaty provisions relating to the allocation of international call sign series and blocks of selective call numbers.

As far as provisions regulating the allocation of MIDs are concerned, the word "country" shall be understood to mean "the territory within the limits of which the station is located; a territory which does not have full international responsibility for its international relations shall also be considered as a country". In accordance with No. 2246/(S20.17), such a meaning of the term "country" is used in Article 25 in Nos. 2087, 2087.A, 2087.2, 2087.A.1, in Article 24 in No. 2022 and for all service documents specified in Article 26 of the RR.

2.2	In the Radio Regulations, there are different approaches for the allocation of either international series of call signs, or blocks of selective call numbers, or Maritime Identifications Digits (MIDs). Allocation procedures for these identification systems are contained in Section II of Article 25. Under the provisions of that section, the international call sign series are allocated to countries by radio conferences. Between conferences, the Secretary-General is authorized to deal with questions relating to changes in the allocation of series of call signs, on a provisional basis, and subject to confirmation by the following conference (No. 2086 refers).

Under the provisions of Nos. 2087, 2087.A and 2088 the allocation of MIDs and blocks of selective call numbers is entrusted to the Secretary-General and does not require confirmation by conferences.

3.	Comment on the use of the terms “administration” and “country”.

3.1.	Comment on the use of the term “administration”.

The term “administration” is defined in the Constitution (CS) as follows:

CS/Annex No. 1002:	“Administration: Any governmental department or service responsible for discharging the obligations undertaken in the Constitution of the International Telecommunication Union, in the Convention of the International Telecommunication Union and in the Administrative Regulations.”

3.2	Comment on the use of the term “country”.

3.2.1	The term "country" is not defined in the Constitution and Convention. 

However, there are declarations from administrations in the Final Acts of several conferences which state, “that it is fully established that the term “country” used in the provisions of the Final Acts and in any other instrument or act of the International Telecommunication Union with regard to its Members and their rights and obligations is regarded as being synonymous in all respects with the term “sovereign State” as legally constituted and internationally recognized.”

3.2.2	In the Radio Regulations (RR), the term “country” is defined for a specific purpose as follows:

RR No. 2246 (No. S20.17)	“For the purpose of the service documents, a “country” shall be understood to mean the territory within the limits of which the station is located; a territory which does not have full responsibility for its international relations shall also be considered as a country for this purpose.”

3.2.3	The meaning of the term "country" in accordance with No. 2246 is used in Article 25 in Nos. 2087, 2087.A, 2087.2, 2087.A.1, in Article 24 in No. 2022; for all service documents specified in Article 26 of the RR and in the Frequency Allotment Plan ofAppendix 25 to the RR.

3.2.4	Appendix 1 to the Radio Regulations uses also the term “country or geographical area in which the transmitting/receiving station is located”.

3.2.5	The relevant ITU-R service documents comprise according to Article 26/S20 of the Radio Regulations the International Frequency List (List I), the List of Coast Stations (List IV), the List of Ship Stations (List V), the List of Radiodetermination and Special Service Stations (List VI), the List of Call Signs and Numerical Identities of Stations used by the Maritime Mobile and Maritime Mobile-Satellite Services (List VIIA), the Alphabetical List of Call Signs of Stations other than Amateur Stations, Experimental Stations and Stations of the Maritime Mobile Service (List VIIB), the List of International Monitoring Stations (List VIII), the List of Stations in the Space Radiocommunication Services and in the Radio Astronomy service, and the Manual for Use by the Maritime Mobile and Maritime Mobile-Satellite Services.

4	Conclusions and recommendations

4.1	Bearing in mind the above and recognizing that this matter is of considerable importance to the ITU as well as to certain international organizations, for all of whom clarification of the present situation is essential, WRC-95 concluded that the appropriate study should be undertaken, within the Union. It is essential that the study should cover technical, administrative, operational and legal aspects and that it be carried out with a view of covering them in the Report to WRC-97 and the associated Radiocommunication Assembly.

4.2	A review of all the relevant Recommendations in force should be undertaken in the respective study groups. 

4.3	The Chairmen of the study groups concerned should be invited to collaborate closely, in order to ensure appropriate delineation of aspects to be studied and to avoid duplication of work.

4.4	Review of the related regulatory aspects should be undertaken within the framework of the Special Committee on Regulatory/Procedural Matters and the Conference Preparatory Meeting (1997).

4.5	The following comments in conjunction with Annex 2 are submitted for consideration:

4.5.1	The terms “allocation of call sign series” and “assignment of call signs” should be used in Article S19 with the following meaning:



Identification means:�Terms used:��International series of call signs �(including MIDs and selective call numbers)�Allocation to the administration of a Member State��Call signs �(including MIDs and selective call numbers)�Assignment by an administration to stations operating in a country or geographical area��

4.5.2	Therefore, and in order to avoid any ambiguity in Article S19, the application of the terms “administration” and “country” should be revised, i.e., 

	a)	where the term “country” refers to a territory of location (of a station and /or an �		administration) it should be replaced by the term “country or geographical area” �		(see proposed definition in 4.5.3 below which should be reflected in Article S19, e.g. in �		a footnote);

	b)	where the term “country” refers to an administration of a Member State responsible for �		a station it should be replaced by the term “administration” (as defined in CS/Annex �		No. 1002); and

	c)	where the term “administration” refers to an administration responsible for a station it �		should be understood with the meaning as defined in CS/Annex No. 1002.

	Note:	Whenever reference is to be made to the category “Member(s)”, this shall be done by using the term “Member State” at least until the 1998 Plenipotentiary Conference, which may itself consider the appropriateness of this terminology as agreed by the Council at its 1996 Session.

4.5.3	For the purpose of the supply of identification signals, a “country or geographical area” shall be understood to mean the territory within the limits of which the station is located. For mobile stations, it shall be understood to mean the territory within the limits of which the Administration that has issued a licence to the mobile station is located. A territory which does not have full responsibility for its international relations shall also be considered as a geographical area for this purpose.

4.5.4	Any request for supply of identification signals from a non-Member State shall be brought to the attention of the next WRC by the Director BR. Consideration should be given to amending the Radio Regulations to specifically address this point.









�

�Annex 2:��ARTICLE  S19  (WRC-95)�Comments by the BR��Identification of Stations

Section I.  General Provisions���S19.1	§ 1.		All transmissions shall be capable of being identified either by identification signals or by other means1.

S19.1.1			1 In the present state of the technique, it is recognized nevertheless that the transmission of identifying signals for certain radio systems (e.g. radiodetermination, radio relay systems and space systems) is not always possible.

S19.2	§ 2.	(1)	All transmissions with false or misleading identification are prohibited.

S19.3		(2)	Where practicable and in appropriate services, identification signals should be automatically transmitted in accordance with relevant ITU-R Recommendations.

S19.4		(3)	All transmissions in the following services should, except as provided in Nos. S19.13 to S19.15, carry identification signals:

S19.5			a)	amateur service;

S19.6			b)	broadcasting service;

S19.7			c)	fixed service in the bands below 28 000 kHz;

S19.8			d)	mobile service;

S19.9			e)	standard frequency and time signal service.

S19.10		(4)	All operational transmissions by radiobeacons shall carry identification signals. However, it is recognized that, for radiobeacons and for certain other radionavigation services that normally carry identification signals, during periods of malfunction or other non-operational service the deliberate removal of identification signals is an agreed means of warning users that the transmissions cannot safely be used for navigational purposes.�Comments made by the BR concerning the use of the terms “administration”, “country” and “member”  refer to the following provisions of the simplified Radio Regulations:���S19.24		administration�S19.26		administration�S19.27		administration�S19.28		member�S19.29		country�S19.34		country�S19.34.1		country�S19.35		administration, country�S19.35.1		country�S19.35.2		country�S19.36		country�S19.37		administration�S19.38		country�S19.39		country�S19.83		administration�S19.92		administration�S19.96		administration�S19.97		administration�S19.99		administration�S19.107		country�S19.109		administration�S19.111		administration�S19.120		country�S19.123		country�S19.126		administration, country�S19.130		administration�

��S19.11		(4A)	All transmissions by satellite emergency position-indicating radiobeacons (EPIRBs) operating in the band 406 - 406.1 MHz or the band 1 645.5 - 1 646.5 MHz, or by EPIRBs using digital selective calling techniques, shall carry identification signals.

S19.12		(5)	When identification signals are transmitted they shall comply with the provisions of this Article.

S19.13		(6)	However, the requirements for certain transmissions to carry identification signals need not apply to:

S19.14			a)	survival craft stations when transmitting distress 			signals automatically;

S19.15			b)	emergency position-indicating radiobeacons (except 			for those in No. S19.11).

S19.16	§ 3.		In transmissions carrying identification signals a station shall be identified by a call sign, by a maritime mobile service identity or by other recognized means of identification which may be one or more of the following: name of station, location of station, operating agency, official registration mark, flight identification number, selective call number or signal, selective call identification number or signal, characteristic signal, characteristic of emission or other clearly distinguishing features readily recognized internationally.





S19.17	§ 4.		For transmissions carrying identification signals, in order that stations may be readily identified, each station shall transmit its identification as frequently as practicable during the course of transmissions, including those made for tests, adjustments or experiments. During such transmissions, however, identification signals shall be transmitted at least hourly, preferably within the period from five minutes before to five minutes after the hour (UTC) unless to do so would cause unreasonable interruption of traffic, in which case identification shall be given at the beginning and end of transmissions.���S19.18	§ 5.		Identification signals shall wherever practicable be in one of the following forms:

S19.19			a)	speech, using simple amplitude or frequency modulation;

S19.20			b)	international Morse code transmitted at manual speed;

S19.21			c)	a telegraph code compatible with conventional printing equipment;

S19.22			d)	any other form recommended by the Radiocommunication Sector.

S19.23	§ 6.		To the extent possible the identification signal should be transmitted in accordance with relevant ITU-R Recommendations.

S19.24	§ 7.		Administrations should ensure that wherever practicable superimposed identification methods be employed in accordance with ITU-R Recommendations.

S19.25	§ 8.		When a number of stations work simultaneously in a common circuit, either as relay stations, or in parallel on different frequencies, each station shall, as far as practicable, transmit its own identification or those of all the stations concerned.

S19.26	§ 9.		Administrations shall ensure, except in the cases mentioned in Nos. S19.13 to S19.15, that all transmissions not carrying identification signals can be identified by other means when they are capable of causing harmful interference to the services of another administration operating in accordance with these Regulations.

S19.27	§ 10.	Administrations shall, having regard to the provisions of these Regulations relating to the notification of assignments for recording in the Master Register, adopt their own measures to ensure compliance with the provisions of No. S19.26.

S19.28	§ 11.	Each Member reserves the right to establish its own measures for identifying its stations used for national defence. However, it shall use, as far as possible, call signs recognizable as such, and containing the distinctive characters of its nationality.

�













S19.24, S19.26, S19.27�	The use and the understanding by the BR of the term “administration” is in line with its definition in the Constitution (CS/An.1002).













S19.28�	The term “Member” in its use and understanding by the BR is synonymous to the term “Member State” in accordance with the position of the Council 1996 (Document C96/110, points 1.23 to 1.25 refer).

��Section II.  Allocation of International Series and Assignment of Call Signs

S19.29	§ 12.	(1)	All stations open to the international public correspondence, all amateur stations, and other stations which are capable of causing harmful interference beyond the boundaries of the country to which they belong, shall have call signs from the international series allocated to each country as given in the Table of Allocation of International Call Sign Series in Appendix S42.



S19.30			(2)	As the need arises, ship stations and ship earth stations to which the provisions of Chapter SIX apply, and coast stations or coast earth stations capable of communicating with such ships, shall have assigned to them maritime mobile service identities in accordance with Section VI of this Article.





S19.31			(3)	It is not compulsory to assign call signs from the international series to stations identified by maritime mobile service identities or which are easily identified by other means (see No. S19.16) and whose signals of identification or characteristics of emission are published in international documents.

S19.32	§ 13.		Should the available call sign series in Appendix S42 be exhausted, new call sign series may be allocated according to the principles set out in Resolution 13 relating to the formation of call signs and the allocation of new international series.

S19.33	§ 14.		Between radio conferences, the Secretary-General is authorized to deal with questions relating to changes in the allocation of series of call signs, on a provisional basis, and subject to confirmation by the following conference (see also No. S19.32).

S19.34	§ 15.		The Secretary-General shall be responsible for allocating maritime identification digits to countries1 and shall regularly publish information regarding allocated Maritime Identification Digits (MID).

S19.34.1		1 The word “country” is used with the meaning attributed to it in No. S.20.17. �

S19.29�	The term “country” in its first appearance is used and understood by the BR with the meaning “country or geographical area” as attributed to it in No. S20.17 . �	The term “country” in its second appearance is used and understood by the BR with the meaning “administration”.�



















���

S19.34, S19.34.1�	The term “countries” is used and understood by the BR with the meaning “administrations”.��S19.35	§ 15A.		The Secretary-General shall be responsible for allocating additional maritime identification digits to countries1 within the limits specified,2 provided that he is satisfied that the possibilities offered by the MIDs allocated to an administration will soon be exhausted despite judicious ship station identity assignment as outlined in Section VI and in conformity with the guidelines contained in the relevant ITU-R and ITU-T Recommendations (see Resolution 27 (WRC-95)).





S19.35.1		1 The word “country” is used with the meaning attributed to it in No. S.20.17. 



S19.35.2		2 In no circumstances may a country claim more MIDs than the total number of its ship stations shown in the ITU List of Ship Stations (List V) divided by 1000.

S19.36				A single MID has been allocated initially to each country. A second MID should not be requested unless the MID first allocated is more than 80% exhausted in the basic category of three trailing zeros and the rate of assignments is such that 90% exhaustion is foreseen. The same criteria should be applied to subsequent requests for MIDs.

S19.37	§ 16.		The Secretary-General shall be responsible for supplying series of selective call numbers or signals (see Nos. S19.92 to S19.95) at the request of the administrations concerned.

S19.38	§ 17.	(1)	Each country shall choose the call signs and, if the selective calling system used is in accordance with Recommendation ITU-R M.257-3, the ship station selective call number and the coast station identification numbers of its stations from the international series allocated or supplied to it; and shall, notify this information to the Secretary-General together with the information which is to appear in Lists I, II, IV, V, VI and VIIIA. These notifications do not include call signs assigned to amateur and experimental stations.�S19.35, S19.35.1, S19.35.2	�	The term “countries” is used and understood by the BR with the meaning “administrations”.

		The use and the understanding by the BR of the term “administration” is in line with its definition in the Constitution (CS/An.1002).



������

S19.36�	The term “country” is used and understood by the BR with the meaning “administration”.



S19.37�	The use and the understanding by the BR of the term “administration” is in line with its definition in the Constitution (CS/An.1002).�

S19.38�	The term “country” is used and understood by the BR with the meaning “administration”.��S19.39			(2)	Each country shall choose the maritime mobile service identities of its stations from the maritime identification digits allocated to it and notify this information to the Secretary-General for inclusion in the relevant lists, as provided for in Article S20.

S19.40			(3)	The Secretary-General shall ensure that the same call sign, the same maritime mobile service identity, the same selective call number or the same identification number is not assigned more than once and that call signs which might be confused with distress signals, or with other signals of the same nature, are not assigned.

S19.41	§ 18.	(1)	When a fixed station uses more than one frequency in the international service, each frequency may be identified by a separate call sign used solely for this frequency.

S19.42			(2)	When a broadcasting station uses more than one frequency in the international service, each frequency may be identified by a separate call sign used solely for this frequency or by some other appropriate means, such as announcing the name of the place and frequency used.

S19.43			(3)	When a land station uses more than one frequency, each frequency may, if desired, be identified by a separate call sign.

S19.44			(4)	Where practicable, coast stations should use a common call sign for each frequency series1.

S19.44.1		1 By “frequency series” is meant a group of frequencies each of which belongs to one of the different bands between 4 000 kHz and 27 500 kHz that are allocated exclusively to the maritime mobile service.

�S19.39�	The term “country” is used and understood by the BR with the meaning “administration”.

��Section III.  Formation of Call Signs

S19.45	§ 19.	(1)	The twenty-six letters of the alphabet, as well as digits in the cases specified below, may be used to form call signs. Accented letters are excluded.

S19.46			(2)	However, the following combinations shall not be used as call signs:

S19.47			a)	combinations which might be confused with distress 			signals or with other signals of a similar nature;

S19.48			b)	combinations reserved for the abbreviations to be 				used in the radiocommunication services (see 				Recommendation ITU-R M.1172);

S19.49			c)	for amateur stations, combinations commencing with a digit when 	the second character is the letter O or the letter I.

S19.50	§ 20.		Call signs in the international series are formed as indicated in Nos. S19.51 to S19.71. The first two characters shall be two letters or a letter followed by a digit or a digit followed by a letter. The first two characters or in certain cases the first character of a call sign constitute the nationality identification1.

S19.50.1		1 For call sign series beginning with B, F, G, I, K, M, N, R  and W, only the first character is required for nationality identification. In the cases of half series, the first three characters are required for nationality identification.

S19.51	Land and fixed stations

S19.52	§ 21.	(1)	–	two characters and one letter, or

–	two characters and one letter followed by not more than three digits (other than the digits 0 and 1 in cases where they immediately follow a letter).

S19.53			(2)	However, it is recommended that, as far as possible, the call signs of fixed stations consist of:

–	two characters and one letter followed by two digits (other than the digits 0 and 1 in cases where they immediately follow a letter).���S19.54	Ship stations

S19.55	§ 22.	(1)	–	two characters and two letters, or

–	two characters, two letters and one digit (other than the digits 0 or 1).

S19.56			(2)	However, ship stations employing only radiotelephony may also use a call sign consisting of:

–	two characters (provided that the second is a letter) followed by four digits (other than the digits 0 or 1 in cases where they immediately follow a letter), or

–	two characters and one letter followed by four digits (other than the digits 0 or 1 in cases where they immediately follow a letter).

S19.57	Aircraft stations

S19.58	§ 23.		–	two characters and three letters.

S19.59	Ship's survival craft stations

S19.60	§ 24.		–	the call sign of the parent ship followed by two digits 					(other than the digits 0 or 1 in cases where they 						immediately follow a letter).

S19.61	Emergency position-indicating radiobeacon stations

S19.62	§ 25.		–	the Morse letter B and/or the call sign of the parent 					ship to which the radiobeacon belongs.

S19.63	Aircraft survival craft stations

S19.64	§ 26.		–	the complete call sign of the parent aircraft (see 					No. S19.58), followed by a single digit other than 0 or 1.���S19.65	Land mobile stations

S19.66	§ 27.		–	two characters (provided that the second is a letter) �				followed by four digits (other than the digits 0 or 1 in 						cases where they immediately follow a letter), or

–	two characters and one or two letters followed by four digits (other than the digits 0 or 1 in cases where they immediately follow a letter).

S19.67	Amateur and experimental stations

S19.68	§ 28.	(1)	–	one character (see No. S19.50.1) and a single digit 			(other than 0 or 1), followed by a group of not more 					than three letters, or

–	two characters and a single digit (other than 0 or 1), followed by a group of not more than three letters.

S19.69			(2)	However, the prohibition of the use of the digits 0 and 1 does not apply to amateur stations.

S19.70	Stations in the space service

S19.71	§ 29.		When call signs for stations in the space service are employed, it is recommended that they consist of:

–	two characters followed by two or three digits (other than the digits 0 and 1 in cases where they immediately follow a letter).

���Section IV.  Identification of Stations Using Radiotelephony

S19.72	§ 30.		Stations using radiotelephony shall be identified as indicated in Nos. S19.73 to S19.82.

S19.73	§ 31.	(1)	Coast stations

–	a call sign (see No. S19.52); or

–	the geographical name of the place as it appears in the List of Coast Stations, followed preferably by the word RADIO or by any other appropriate indication.

S19.74		(2)	Ship stations

–	a call sign (see Nos. S19.55 and S19.56); or

–	the official name of the ship preceded, if necessary, by the name of the owner on condition that there is no possible confusion with distress, urgency and safety signals; or

–	its selective call number or signal.

S19.75		(3)	Ship's survival craft stations

–	a call sign (see No. S19.60); or

–	a signal of identification consisting of the name of the parent ship followed by two digits.

S19.76		(4)	Emergency position-indicating radiobeacon stations

When speech transmission is used (see Appendix S13):

–	the name and/or the call sign of the parent ship to which the radiobeacon belongs.

S19.77	§ 32.	(1)	Aeronautical stations

–	the name of the airport or geographical name of the place followed, if necessary, by a suitable word indicating the function of the station.���S19.78		(2)	Aircraft stations

–	a call sign (see No. S19.58), which may be preceded by a word designating the owner or the type of aircraft; or

–	a combination of characters corresponding to the official registration mark assigned to the aircraft; or

–	a word designating the airline, followed by the flight identification number.

S19.79		(3)	In the exclusive aeronautical mobile frequency bands, aircraft stations using radiotelephony may use other methods of identification, after special agreement between governments, and on condition that they are internationally known.

S19.80		(4)	Aircraft survival craft stations

–	a call sign (see No. S19.64).

S19.81	§ 33.	(1)	Base stations

–	a call sign (see No. S19.52); or

–	the geographical name of the place followed, if necessary, by any other appropriate indication.

S19.82		(2)	Land mobile stations

–	a call sign (see No. S19.66); or

–	the identity of the vehicle or any other appropriate indication.���Section V.  Selective Call Numbers in the Maritime Mobile Service

S19.83	§ 34.		When stations of the maritime mobile service use selective calling devices in accordance with Recommendations ITU-R M.476-5, M.625-3, M.627-1 and M.257-3, their call numbers shall be assigned by the responsible administrations in accordance with the provisions below.

S19.84	Formation of ship station selective call numbers and coast station identification numbers

S19.85	§ 35.	(1)	The ten digits from 0 to 9 inclusive shall be used to form selective call numbers.

S19.86		(2)	However, combinations of numbers commencing with the digits 00 (zero, zero) shall not be used when forming the identification numbers for coast stations.

S19.87		(3)	Ship station selective call numbers and coast station identification numbers in the series are formed as indicated in Nos. S19.88, S19.89 and S19.90.

S19.88		(4)	Coast station identification numbers

–	four digits (see No. S19.86).

S19.89		(5)	Ship station selective call numbers

–	five digits.

S19.90		(6)	Predetermined groups of ship stations

–	five digits consisting of:

–	the same digit repeated five times; or

–	two different digits repeated alternately.�

S19.83�	The use and the understanding by the BR of the term “administration” is in line with its definition in the Constitution (CS/An.1002).�

��S19.91	Assignment of ship station selective call numbers and coast station identification numbers

S19.92	§ 36.	(1)	In cases where selective call numbers for ship stations and identification numbers for coast stations are required for use in the maritime mobile service and the selective calling system is in accordance with Recommendation ITU-R M.257-3, the selective call numbers and identification numbers shall be supplied by the Secretary-General on request. Upon notification by an administration of the introduction of selective calling for use in the maritime mobile service:

S19.93			a)	selective call numbers for ships will be supplied as 			required in blocks of 100 (one hundred);

S19.94			b)	coast station identification numbers will be supplied 				in blocks of 10 (ten) to meet actual requirements;

S19.95			c)	selective call numbers for selective calling of�			predetermined groups of ship stations in accordance 				with No. S19.90 will be supplied as required as 						single numbers.

S19.96		(2)	Each administration shall choose the selective call numbers to be assigned to its ship stations from the blocks of the series supplied to it.

S19.97		(3)	Each administration shall choose the coast station identification numbers to be assigned to its coast stations from the blocks of the series supplied to it.

��

S19.92, S19.96, S19.97�	The use and the understanding by the BR of the term “administration” is in line with its definition in the Constitution (CS/An.1002).�



��Section VI.  Maritime Mobile Service Identities in the Maritime Mobile Service and the Maritime Mobile-Satellite Service







S19.98				A.  General

S19.99	§ 37.		When a station1, in the maritime mobile service or the maritime mobile-satellite service is required to use maritime mobile service identities, the responsible administration shall assign the identity to the station in accordance with the provisions described in Nos. S19.100 to S19.126, in accordance with relevant ITU-R and ITU-T Recommendations (see Resolution 27 (WRC-95)).

S19.99.1		1 In this Section a reference to a ship station or a coast station may include the respective earth stations.

S19.100			Maritime mobile service identities are formed of a series of nine digits which are transmitted over the radio path in order to uniquely identify ship stations, ship earth stations, coast stations, coast earth stations and group calls.

S19.101			These identities are formed in such a way that the identity or part thereof can be used by telephone and telex subscribers connected to the general telecommunications network principally to call ships automatically in the shore-to-ship direction.

S19.102			There are four kinds of maritime mobile service identities:

S19.103			i)	ship station identities;

S19.104			ii)	group ship station call identities

S19.105			iii)	coast station identities;

S19.106			iv)	group coast station call identities.

S19.107			In this Section, the word “country” is used with the meaning attributed to it in No. S20.17 of the Radio Regulations.

�







�

S19.99�	The use and the understanding by the BR of the term “administration” is in line with its definition in the Constitution (CS/An.1002).�





















�

S19.107�	The term “country” is used and understood by the BR with the meaning “country or geographical area” as attributed to it in No. S20.17 .

��S19.108				B.  Maritime Identification Digits (MID)

S19.109			These provisions do not require an administration to assign numerical identities until it determines that such identities are necessary. They do not concern the assignment of ship station identities without trailing zeros, since it is assumed that there is enough capacity inherent in the system to provide for the assignment of such identities to all ship stations which an administration may wish to identity in this manner.

S19.110				C.  Ship Station Identities

S19.111			Administrations should:

S19.112			a)	follow the guidelines contained in the relevant ITU-R 			and ITU-T Recommendations for the assignment of ship station 			identities;

S19.113			b)	make optimum use of the possibilities of forming 			identities from the single MID allocated to them;

S19.114			c)	take particular care in assigning ship station�		identities with six significant digits (three-trailing-zero 				identities), which should be assigned only to ship 				stations which can reasonably be expected to require 				such an identity for automatic access on a world-wide basis 				for public switched networks;

S19.115			d)	assign one-trailing-zero or two-trailing-zero identities 			to vessels when they require automatic access only 					on a national or regional level, as defined in the 					relevant ITU-T Recommendations;

S19.116			e)	assign ship station identities without trailing zeros to 			all other vessels requiring a numerical identification.

S19.117			The 9-digit code constituting a ship station identity is formed as follows:

M1I2D3X4X5X6X7X8X9

wherein

M1I2D3

	represent the Maritime Identification Digits and X is any figure from 0 to 9.�

S19.109,	S19.111�	The use and the understanding by the BR of the term “administration” is in line with its definition in the Constitution (CS/An.1002).�

��S19.118				D.  Group Ship Station Call Identities

S19.119			Group ship station call identities for calling simultaneously more than one ship are formed as follows:

01M2I3D4X5X6X7X8X9

where the first figure is zero and X is any figure from 0 to 9.

S19.120			The particular MID represents only the country assigning the group ship station call identity and so does not prevent group calls to fleets containing more than one ship nationality.

S19.121				E.  Coast Station Identities

S19.122			Coast station identities are formed as follows:

0102M3I4D5X6X7X8X9

where the first two figures are zeros and X is any figure from 0 to 9.

S19.123			The MID reflects the country in which the coast station or coast earth station is located.

S19.124				F.  Group Coast Station Call Identities

S19.125			Group coast station call identities for calling simultaneously more than one coast station are formed as a subset of coast station identities, as follows:

0102M3I4D5X6X7X8X9

	where the first two figures are zeros and X is any figure from 0 to 9.

S19.126			The particular MID represents only the country assigning the group coast station call identity. The identity may be assigned to stations of one administration which are located in only one geographical region as indicated in the relevant ITU-T Recommendation.

�



�



S19.120�	The term “country” is used and understood by the BR with the meaning “country or geographical area” as attributed to it in No. S20.17 .�	The words “assigning the group ship station call identity” should be preceded by the words “of the administration”.







S19.123�	The term “country” is used and understood by the BR with the meaning “country or geographical area” as attributed to it in No. S20.17 .





�

S19.126�	The term “country” is used and understood by the BR with the meaning “country or geographical area” as attributed to it in No. S20.17 .�	The words “assigning the group coast station call identity” should be preceded by the words “of the administration”.�	The use and the understanding by the BR of the term “administration” is in line with its definition in the Constitution (CS/An.1002).

��Section VII.  Special Provisions

S19.127	§ 38.	(1)	In the aeronautical mobile service, after communication has been established by means of the complete call sign, the aircraft station may use, if confusion is unlikely to arise, an abbreviated call sign or identification consisting of:

S19.128			a)	in radiotelegraphy, the first character and last two 			letters of the complete call sign (see No. S19.58);

S19.129		b)	in radiotelephony:

–	the first character of the complete call sign; or

	the abbreviation of the name of the owner of the aircraft (company or individual); or

–	the type of aircraft;

followed by the last two letters of the complete call sign (see No. S19.58) or by the last two characters of the registration mark.

S19.130		(2)		The provisions of Nos. S19.127, S19.128 and S19.129 may be amplified or modified by agreement between administrations concerned.

S19.131	§ 39.		The distinguishing signals allotted to ships for visual and aural signalling shall, in general, agree with the call signs of ship stations.�





















S19.130�	The use and the understanding by the BR of the term “administration” is in line with its definition in the Constitution (CS/An.1002).�

.

��

�Annex 3



RESOLUTION 71 (WRC-95)

Further Studies Concerning Application of �Article 25/S19 (Identification of stations)



The World Radiocommunication Conference (Geneva, 1995),

considering

a)	that application of Article 25/S19 has given rise inter alia to legal and political questions, arising from uncertainty as to which entities can be allocated call sign series and blocks of identities, and from ambiguity in the use of the terms "country", "member" and "administration" relative to the provisions of that Article;

b)	that this matter is of considerable importance to many administrations and to some international organizations;

c)	that a proposal was made to consider the possibility of extending present allocations of international call sign series by lifting the limitation on �use of the letter "Q" and the digits "0" and "1";

d)	that the Voluntary Group of Experts on simplification of the Radio Regulations (VGE) concluded that much more detailed study is required before any further changes to Article 25/S19 are considered,

	resolves to instruct the Secretary-General and the Director of the 

	Radiocommunication Bureau

	to arrange for the appropriate studies relating to considering a) within the Radiocommunication Sector in consultation with the International Civil Aviation Organization (ICAO) and the International Maritime Organization (IMO) and submit a report to WRC-97.





________

____________________
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